* LOCATION CATEGORY:

A- Bars in horizontal layers in top of pour with 12”7 or more of concrete below them such as in:

"Development

Length”

L]

Ty

b

2" min. cover

3" min. cover for
footings (See plans
for exceptions).

STANDARD STRAIGHT

BAR

BAR * LOCATION CATEGORY
SIZE 1 B C
*#4 I'-9” -3 -0
#5 2'-2" -6 -3
#6 2'-1" I'-10" I'-6"
#7 3-5" 2'-0"
*8 4'-6" Does 2'-7"
*9 5-7" Not 3-3"
#10 7-2" Exist 4-1"
#[| 8'-10" 51"

footings,pler caps,etc.
B- All bars not in Category A spaced less than & apart.
C- All bars not In Category A spaced 6" or more apart.

Note:

l. When development length is not specified

on the Plans, the above dimensions

shall be used.

2.These development lengths do not apply
when bar is in lightweight concrete

or any other strength of concrete. APPROVAL DEPARTSJQLE g'; ¥£‘E'\T'S-QSBTATION
3.These bar laps only apply where e R
MGl tpren beote |2 ST iy ol
eintorcing >Teel besign, 1s= — DEVELOPMENT LENGTH DIMENSIONS FOR
24,000 p.s.l. y — GRADE 60 REINFORCING STEEL
1-23-93 IN MIX NO.3 (3500 P.S.l.) CONCRETE
2201 EPOXY COATED REINFORCING CASE NO.?2
FOWA APPROVAL - STANDARD NO. M(6.14)-90-214 SHEET_3 OF.3_

CASE NO.2 - For bars coated with epoxy not in Case No.l.
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